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Consumable Selection Guide
SELECT THE RIGHT PARTS FOR YOUR WELDING APPLICATION.

SHORT CONTACT TIPS
BE7497 0.6mm
BE7488 0.8mm
BE7489 0.9mm
BE7496 1.0mm
BE7490 1.2mm
BE7498 1.4mm
BE7491 1.6mm
BE7492 2.0mm
BE7493* 2.4mm

DIFFUSERS
BE4335 200 / 300 Amp

BE4335T 200 / 300 Amp (Tweco 
to Bernard Adaptor)

BE4435 350 / 400 / 500 Amp

BE4435T 350 / 400 / 500 Amp 
(Tweco to Bernard Adaptor)

NOZZLES 
(WITH INSULATOR)
BE4391 Brass - 300 Amp
BE4393 Copper - 300 Amp
BE4491 Brass - 400 Amp
BE4591 Copper - 400 / 500 Amp

NOZZLES TAPERED 
(WITH INSULATOR)
BE4392 Brass Tapered - 300 Amp
BE4394 Copper Tapered - 300 Amp
BE4492 Brass Tapered - 400 Amp

BE4592 Copper Tapered -  
400 / 500 Amp

INSULATOR
BE4323 300 Amp
BE4423 400 Amp

* Indent item


