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SCALED WIRE  
PRESSURE KNOB
 Provides easy adjustment 

and consistent pressure on 
the drive rolls and wire.
 The wire drive and motor 

assembly is specifically 
designed for mobile welding 
applications to provide 
smooth and consistent  
wire delivery.

NEW WIRE  
DELIVERY SYSTEM
Bends wire over a large 
radius and applies just the 
right amount of force to 
ensure consistent feeding.

Taking Portable  
Welding to the  
Extreme!

ULTRA-LOW DRAG  
INLET GUIDE PINS
 Makes loading the wire  

easy and does not deform  
the wire on the way into the 
drive rolls. Simply thread 
the wire through the pins  
and into drive rolls. 
 There are two ways to 

advance the wire through the 
drive roll and into the gun. 
 Either open the pressure 

arm and thread the wire into 
the grooves in the drive roll 
and on into the gun inlet or 
place the wire between the 
pins and use the jog/purge 
switch to advance the wire 
through the drive roll.

WIREFEEDERS

NEW RELEASE
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CONSISTENT WIREFEED
 Provides wire feed 

speed that is accurate and 
consistent from the start of 
the weld to the finish, and 
from one weld to the next. 
 Consistent wire feed speed 

is very important with large-
diameter cored wire, because 
small changes in wire feed 
speed make large changes in 
deposition rates.

EXCELLENT STARTS
Superior arc performance 
for all types and sizes of 
wires, whether using CV  
or CC power supply.

HIGHER DUTY CYCLE
Longer welding periods 
suitable for higher Amperage 
applications due to the heavy 
duty contactor rated at 425 
Amps at 60%.

SUPERIOR LOW END  
PERFORMANCE
Excellent arc performance 
and welding characteristics 
when welding at lower 
currents, either with small 
wire sizes or out of position 
applications.

QUICK SET-UP  
& REVIEW
Operator friendly  
adjustments including easy  
to read digital Amp  
& Volt meters.

APPLICATIONS PROCESSES

Construction
Shipbuilding
Heavy Manufacturing
Rental

MIG (GMAW)
Flux Cored (FCAW)
Pulsed MIG (GMAW-P)

OPERATOR  
CONVENIENCE
Packed with features at 
your fingertips - including 
emergency isolation on/ 
off switch, trigger hold,  
gas purge and wire inch.

QUICK CHANGE  
ROLLERS
No tools required due  
to Miller’s patented  
quick lock hub system 
providing the operator  
quick and easy drive roller 
change when switching 
between wire sizes.

BUILT TO LAST IN HARSH 
ENVIRONMENTS
The plastic case design, 
potted PC board and 
double-filtered gas value 
ensure Suitcase withstands 
the harshest industrial 
environments.

WELDING 
MODE

INPUT WELDING  
CIRCUIT RATING

WIRE 
SPEED

ELECTRODE WIRE  
DIAMETER CAPACITY

MAX SPOOL  
SIZE CAPACITY

DIMENSIONS 
(MM)

WEIGHT

CC or  
CV/DC

425 A at 
60% Duty Cycle

1.3 - 19.8 
m/min

Solid Wire: 0.6 - 1.4mm 
Flux Cored: 0.8 - 2.0mm

305mm diameter 
up to 20kg

H: 394
W: 229
D: 533

15.9kg

IMPROVED  
WELD QUALITY
Wire drive with  
tachometer control  
improves weld feed speed 
accuracy and consistency 
to make it easier to produce 
quality welds.

3 YEAR WARRANTY
For details, refer to  
Miller's True Blue  
warranty statement.
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